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GENERAL CONSTRUCTION NOTES

Gl ALL CONSTRUCTION SHALL CONFORM TO APPLICABLE CITY, STATE AND
FEDERAL CODES.

G2. ALL SITE CONSTRUCTION SHALL CONFORM TO THE MOST RECENT EDITION
OF THE CITY OF BISMARCK CONSTRUCTION SPECIFICATIONS FOR
MUNICIPAL PUBUIC WORKS IMPROVEMENTS AS MODIFIED BY THE
ATTACHED PLANS.

GX CMTRACTM MUST BE BONDED BY THE CITY OF BISMARCKX FOR
TRUCTION IN CITY RIGHT OF WAY OR WHICH CONNECTS TO A GTY

G4. C

G5. IT WLL BE NECESSARY TO HAVE A PRIVATE ENGINEERING AND/OR
TESTING FIRM SET GRADES, DO COMPACTION TESTS AND PREPARE
RECORD DRAWINGS FOR THE SEWER & WATER UNES. THE QITY
ENGINEERING DEPARTMENT WILL REQUIRE TEST REPORTS AND RECORD
DRAWINGS PRIOR TO ACCEPTING THE PROJECT AFTER COMPLETION.

G6. CONTRACTOR SHALL PROVIDE AND MAINTAIN ALL NECESSARY
SAFEGUARDS SUCH AS WARNING SIGNS, BARRICADES & NIGHT LIGHTS
AT HIS OWN EXPENSE.

ICTOR WLL BE TO OBTAIN ALL Y PERMITS.

G7. PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING
RNES. PROVIDE BARRICADES, COVERINGS OR OTHER TYPE
PROTECTION AS NECESSARY TO PREVENT DAMAGE TO EXISTING ununss

WATERMAIN NOTES

[WI]MATERIALS AND L‘(WSWC"DN METHODS SHALL COMPLY MTH CITY OF
BISMARCK SPECIFICATION:

ALL BACKFILL SHALL BE 95% OF
MOISTURE CONTENT.

[WZIWATERUNES SHALL BE CHLORINATED, PRESSURE TESTED AND FLUSHED.
B3] ALL REQUIRED TESTING SHALL BE CONSIDERED INCIDENTAL.

[WE] A MINIMUM OF 18 INCHES OF VERTICAL SEPARATION SHALL BE
MAINTAINED AT ALL WATER AND SEWER CROSSINGS.

[WS1CONTRACTOR SHALL COORDINATE WITH MECHANICAL CONTRACTOR F(
EXACT LOCATIONS AND ELEVATIONS OF CONNECTIONS INTO Bu:wmcs.

[WE]WATERMAIN STA. 0+75.03: INSTALL 6" WYE, 16 LF 6" WATERMANN, 6°
GATE VALVE & BOX, 4 LF 6 WATERMAIN & 6" HYDRANT: INV. 60.10.

PROCTOR AT

(WZ)WATERMAIN STA. 1+24.74: INSTALL 6°X1” TAPPING SADDLE AND
CORPORATION STOP; 6° INV. 60.32, INSTALL 2.00 LF 1" WATER SERVICE
AND 17 CURB STOP AND BOX: INV. 60.82, INSTALL 25.2 LF 1™ WATER
SERVICE TO TEMPORARY CAP; INV. 63.50.

@WAID?“AW STA. 1+58.73: INSTALL 6°X1” TAPPING SADDLE AND
TNON STOP; 67 INV. 60.60, INSTALL 2.00 LF 17 WATER SERVICE
AND l aJRB STOP AND BOX: INV. 61.10, INSTALL 16.4 LF 1® WATER
TEMPORARY CAP; INV. 62.20.

(WIIWATERMAIN STA. 2+48.71: INSTALL 6°X1” TAPPING SADDLE AND
CORPORATION STOP; 6 INV. 61.33, INSTALL 2.00 LF 1° WATER SERVICE
AND 17 CURB STOP AND BOX: INV. 61.83, INSTALL 82.8 LF 1” WATER
SERVICE TO TEMPORARY CAP; INV. 63.20.

SANITARY SEWER NOTES

GD MATERIALS AND CONSTRUCTION METHODS SHALL COMPLY WTH CITY OF
BISMARCK SPECIFICATIONS.

GD ALL BACKFILL SHALL BE 95X OF
MOISTURE CONTENT.

GD SANITARY SEWER MAIN SHALL BE TELEVISED.
@D ALL REQUIRED TESTING SHALL BE CONSIDERED INCIDENTAL.

G A MINIMUM OF 18 INCHES OF VERTICAL SEPARATION SHALL BE
MAINTAINED AT ALL WATER AND SEWER CROSSINGS.

@& CONTRACTOR SHALL COORDINATE WITH MECHANICAL CONTRACTOR FOR
EXACT LOCATIONS AND ELEVATIONS OF CONNECTIONS INTO BUILDINGS.

PROCTOR AT

@D SANITARY SEWER STA. 0+86.67; INSTALL 67 WYE; INV. 57.13, INSTALL 6°

45° BEND AND 10.83 LF 6" SANITARY SEWER O 54.017% AND 6" 22.5°
VERTICAL BEND AND CLEAN OUT; INV. 62.98, INSTALL 5.00 LF 6"
SANITARY SEWER © 10.400% AND 6" TEMPORARY CAP; INV. 6150.

@D SANITARY SEWER STA. 1+40.69; INSTALL 6° WYE: INV. 58.26, INSTALL 6"

45° BEND AND 23.68 LF 6" SANITARY SEWER © 1.182% AND 6 CLEAN

QUT; INV. 58.54, INSTALL 5.00 LF 6" SANITARY SEWER © 1.200% AND 6"

TEMPORARY CAP; INV. 58.60.

GD SAMITARY SEWER STA. 2+29.92: INSTALL 6~ WYE; INV. 60.14, INSTALL 6°

45° BEND AND 79.10 LF 6 SANITARY SEWER O 3.641X AND 6 CLEAN

%’Palgv 63.02, INSTALL 5.00 LF 6% SANITARY SEWER © 3.600% AND 6"

Y CAP; INV. 63.20.

ST MANHOLE SHALL BE DESIGNED TO HAVE 2-2" THICK CONCRETE
ADUISTING RINGS AND CASTING SHALL BE NEENAH R—1733 WIH SOUD

2° x 2" PAINTED STERL OR.
PRESSURE TREATED WOOD'
STAKES 5° LONG, BURIED

18" INTO UNOISTURBED
MUY 2 PER TREE.

PROTECTIVE TRUNK.
BARRIER

LESS THAN 3° CAUPER

TREE_PLANTING DETAIL

WRE ADJUST TENSION

(P?) INSTALL STANDARD CURB AND GUTTER. CITY DETALL NO. 600-12

(PB) INSTALL COMMERCIAL CONCRETE SIDEWALK. CITY DETAIL NO. 600-02 THICKEN
SIDEWALK TO 8" AT DRIVEWAY.

INSTALL COMMERCIAL 8" CONCRETE DRIVEWAY. CITY DETAIL NO. 600-10

INSTALL 5% THICK CONCRETE WITH MACRO SYNTHETIC STRUCTURAL FIBERS.

INSTALL 6" THICK CONCRETE VALLEY GUTTER WITH MACRO SYNTHETIC STRUCTURAL
FIBERS.

INSTALL. THICKENED EDGE CONCRETE SOEWALX WIH MACRO STNTHETIC SIRUCTURAL
SEE SHEET C2.0 FOR REMOVAL AND REPLACEMENT OF CONCRETE STREET NOTES.
SIGNAGE & PAVEMENT STRIPING

B3 ALL NON-ADA STRIPING SHALL BE 4 WIDE NON REFLECTORIZED PAINT MEETING THE
REQUIREMENTS OF AASHTO M28 APPLIED AT A RATE OF 110 SQUARE FEET

PER
ON. COLOR SHALL BE YELLOW. TYPICAL FOR ALL STRIPING UNLES OTHERWSE
NOTED.

B33 ADA STRIPING FOR LANES AND SYMBOLS SHALL BE BLUE PAINT MEETING THE
REQUIREMENT OF AASHTO M28 APPLIED AT A RATE OF 110 SOQUARE FEET PER GALLON.
PAINT FACE AND TOP OF CURB (6" WIDE) IN FRONT OF ALL HANDICAP STALLS.
PROVIDE AND INSTALL ADA SIGNS SECURED TO BUILDING.

B23 PROVIDE AND INSTALL SIGN SECURED TO BUILDING THAT INDICATES VAN ACCESSIBLE"
SIGNS MUST INDICATE $100 FINE"

5" CONCRETE W/MACRO-PEERS

6° CLASS v BASE MATDRAL
SUBGRADE PREPARATION

5" CONCRETE WITH MACRO—FIBERS

s
s —

67 CLASS V BASE MATERUL
8" SUBGRADE PREPARATION.

6" CONCRETE VALLEY GUTTER

CONCRETE WMTH MACRO-FIBERS

THICKENED EDGE _CONCRETE SIDEWALK
CONCRETE WITH MACRO—FIBERS

O POTTNG MX IF
SPEORAED.

ROUCHEN THE EDCES OF

BEFORE  PLANTING.
wATER SET ROOTBALL OV
MUEDATELY UNDISTURBED SOL.
AFTER PLANTING IS

SET ROOTBALL ON. od i fs

UNDISTURBED SOL OR L) .

TAMP SUBCRADE TD

T SETRUNG. 2 X BAL

1 GALLON OR LARGER PERENNIAL OR SHRUB

SHRUB/PERENNIAL PLANTING DETAIL

TYPICAL FOR ALL DECIDUOUS, SINGLE-TRUNK, TREES NTS TYPICAL FOR ALL SHRUBS AND PERENNIALS NTS
SYM. COMMON NAME SCIENTIFIC NAME SIZE oNTY.
TREES HL HONEVLOCUST Gleditsia trioconthos 11/2° Cal. 5
SHRUBS AC ALPINE CURRANT Ribes olpinum 2 Golion 3

proper
ment wit cpply continously and not be limited o normol
bushess howrs

WARRANTY / DISCLABMER
roreamied b thes plons ey b accordnce

or oy and o Gomoges which might be occozoned by the Controctor's
odrw to eroctly focote ond preserve ony ond of underground utites

CALL BEFORE X\OU DIG

N
UTILITIES UNDERGROUND LOCATION SERVICE
1-800-795-0555 Swenson
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RECORDING PURPOSES OR IMPLEMENTATION
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PAVEMENT NOTES LANDSCAPING NOTES I[:l ©
1

@D o s EXTERIOR, CONCRETE MATERALS AND CONSTRUCTON MATERALS SHALL ALL CONTRACTORS WISHING TO SUBMIT BIDS FOR THIS LANDSCAPING PROJECT SHALL BE A
CONF( TY OF BISMARCK SPECIICATIONS EXCEPT AS MODIFIED HEREIN. AIR RESPONSOLE. FOR FIELD VERFYING ALL CONDITIONS. g x
CONTENT SHALESSESSAHOITE <STRENGINTAT S8IDAYS SHALLIOE S 000-FSE PROTECT THE IMPROVEMENTS ON SITE AND ON THE ADJOINING PROPERTIES. PROVIDE

(P2) ISOLATION JOINTS SHALL BE REQUIRED ALONG THE BUILDING, STOOPS AND ALL FIXED BARRICADES, COVERINGS OR OIHER TYPE OF PROTECTION AS NECESSARY TO PREVENT
ITEUS. LEAVE JOINT 4~ LOW AND_SEAL. ISOLATION JOINTS SHALL BE SEALED USING A DAVAGE AND. TO! SAFEVUNRD AGANST INURY 10 EXSIING. UMLITIES.

NG PART-POCURE THANE, TYPE} SLALAN DAMAGE THAT OCCURS TO PLANTS DURING TRANSPORTATION AND INSTALLATION WILL BE

(P3) CONSIRUCTION JOINTS SHALL BE PLACED TO COINCIDE WMITH CONTRACTION JOINT B RESPONSIBITY (OF - 11 LANOSCAFE. CONTRNCTOR:

SPAGNG. CONSTRUCTION JONTS SHALL HAVE A 1.5” DIAMETER HALF ROUND KEYWAY AL PLANTIG BEDS UL BE WSTALLED Wl 3" OF 1° CRUSHED ROCK IRRCH
ARPROVED B LANDSCAPE FABRIC WITH A MINIMUM WEIGHT OF 4 OZ/SY, AND WHEREVER NECESSARY,

MAXIMUM JOINT SPACING SHALL BE 1.5 TIMES THE THICKNESS OF THE p,.m,g,,{ 6° COMMERCIAL GRADE BLACK PLASTIC EDGNG TO CONTAIN THE PLANTING BED.
(MEASURED IN INCHES) IN FEET (4" THICK CONCRETE = 6 FOOT JONT SPAGING,

ALL LANDSCAPE PLANTINGS ARE TO BE WATERED BY THE LANDSCAPE CONTRACTOR THE
LENGTH/WOTH BANO. OF JONTED PANELS MAY QT EXCEED 1.5, Su SAME DAY THAT THE PLANTING OCCURS. IF WATER IS NOT AVAILABLE AT THE BUILDING,

(F5) SUBGRADE PREPARATION SHALL BE REQUIRED UNDER ALL AREAS TO BE PAVED AND THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALTERNATIVE METHODS FOR WATERING. (2
SHALL BE 6" THICK AND SHALL COMPLY WITH CITY OF BISMARCK SPECIFICATIONS SOUTARY TREES DO NOT NEED TO BE EDGED AROUND, HOWEVER ORGANIC WOOD MULCH n
EXCEPT DENSITY SHALL € 93% OF ASTH D 698 SHALL BE PLACED AROUND THE TREE IN A MUTILE RING THAT CONFORMS TO THE DETAIL ) z

MACRO SYNTHENC STRUCTURAL FIBERS (MACRO-FIBERS) SHALL CONFORM TO ASTM PROVIDED FOR TREE PLANTINGS. 2 g
1116/C 1116M, TYPE . DOSAGE SHALL BE AS RECOMMENDED BY THE MANUFACTURER @cavnucrm SHALL PROVIDE WRITTEN WARRANTIES CONFIRMING THE FOLLOWING: >3
TO ARCHIVE EQUIVALENT PERFORMANCE TO NO. 4 RE-BAR IN S8 Qly
SPACED AT 24" 0/C GRID. APPROXIMATELY 4 LBS./CY. FURNSHED. TREES GUARANTEED 10 UVE AND REMAIN STRONG. WGOROUS, A I~

AL Y CONDITION. FOfs 553 DAYS INIIUI FRON DATE. LANDSCAPE INSTALLATION

IS ACCEPTED AS COMPLETED.
LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING AND CARING FOR ALL
PLANT MATERIAL, AND OTHER LANDSCAPING IMPROVEMENTS UNTIL THE DATE OF FINAL
INSPECTION AND APPROVAL.

TOPSOIL_NOTES

TOPSOIL IS STOCKPILED ON SITE AND WILL BE PLACE FOR THE LANDSCAPE CONTRACTOR
TO SPREAD AND FINISH GRADE. ALL PORTIONS OF THE SITE NOT RECEIVING CONCRETE,
CURB & GUTTER OR OTHER IMPROVEMENTS SHALL BE COVERED WMITH A MINIMUM OF 6°
OF TOPSOIL AND SEEDED ACCORDING TO SPECIFICATIONS.

& TOPSOL_SHALL BE PLACED AND SEEDED AS SOON AS PRACTICAL TO MINIMIZE WIND A0
WATER EROSION.  BACKFILL BEHIND CURE AND GUTTERS AND SDEWALK AS SOON 4
WATER AND PROTECT THE IMPROVEMENTS.

SEEDING NOTES

@a.EAR AND GRUB SITE BEFORE SEEDING ENSURING THAT THE SITE IS IN A SMOOTH
CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2° IN DIAMETER.

@i‘ERNLIZE SOIL_ DURING THE SEEDING PROCESS USING AN APPROPRIATE APPLICATION
m‘g élfﬂ? SHALL BE 10-10-10 AND APPLIED AT A RATE OF 4 LBS. PER
1 e

SEED SHALL BE QITY OF BISMARCK CLASS Il (SUNNY) DRILL SEEDED TO A DEPTH OF
1/4° TO 1/2° AND SHALL BE EVENLY SPREAD. AFTER SEED NAS BEDI MW THE soi.
SHALL BE REPACKED IMMEDIATELY AFTER THE SEED IS APPLIED

AROUND ALL BE PLACED ON DAYS VHEI?E DIE MND IS SD?M
ENOUGH TO PRE\ENT IT FROM BENB PROPERLY IMBEDDED INTO THE SOM

® m MUSY 910WA DENSITY OF 20 TO 30 SEEDLINGS PER SOUARE FOOT BEFORE
ANCE WILL THE mcmmmru ISH AND REPLACE WMITHOUT
Y SEED FOR AREAS THAT HAVE Nal’
GH?MINAIED HAVE DtED OR ARE AMAED TO THE EXTENT THAT REPLACEMENT IS
IFORM TO THE REQUIREMENTS OUTLINED ABOVE. THE CONTRACT
WARRANTY PERIOD SHALL ALSO APPLY TO THIS ITEM.

@ CONTRACTOR SHALL BE RESPONSIBLE TO REPAIR ANY EROSION SCARS OR WASHOUTS
UNTL_THE DATE THAT FINAL SEED STAND IS ACCEPTED. SEE EROSION CONTROL PLAN
FOR EROSION CONTROL METHODS.

FENCING NOTES

(F) INSTALL 6" HIGH OPAQUE VINYL FENCE WITH 2 SWING GATES FOR DUMPSTER.

LANDSCAPING REQUIREMENTS

SITE PLAN

REQUIRED STREET TREES:
3 PER 100 FEET = 5 TREES

REQUIRED PERIMETER PARKING:
CONTINUOUS HEDGE

PROVIDED STREET TREES:
5 TREES

PROVIDED PERIMETER PARKING:
CONTINUOUS HEDGE

BACKTILL AROUND
PUANT MTH TOPSOR

Hogen & Ca.

drowing moy be used o reproduced

in ony form or by mym«n: iteut e express writlen permission of
Hogen & Co.

PARKING REQUIREMENTS

1,500 SF RETAIL/OFFICE © 1 SPACE/250 SF = 6 SPACES

8,640 SF STDRAGE SPACE © 1 SPACE/600 SF = 14 SPACES
SHOP CONI PACES SHOP= 25 SPACES

TOTAL REQUIRED PARKING SPACES = 45 SPACES

TOTAL PARKING SPACES PROVIDED = 45 SPACES
LEGEND

LOT 2A OF LOT 2 BLOCK 4 TRILLIUM 4TH ADDITION
BISMARCK, NORTH DAKOTA
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